
P R O F I L E  A I M
L C R  S P E A K E R S

LCR5 FIVE | LCR5 THREE | LCR5 ONE 

LCR3 FIVE | LCR3 THREE | LCR3 ONE



Profile AIM 
LCR5 FIVE
Aim-able Speaker

Order# ASM54655-2

• 2 Way, In-Wall LCR (Left, 
Center, Right) Speaker with 
Dual 5 1/4” Woofers and 
1” Tweeter mounted on a 
Pivoting Speaker Baffle

• Flangeless Appearance 
with Magnetically Attached 
Full Coverage Steel Grille

• Pivoting Speaker Baffle

• Two - 5 1/4” Kevlar Woofers 
with Phase Plugs

• Independently Pivoting 
1” Aluminum/Magnesium 
Dome Tweeter

• Bass & Treble EQ Switches

• Timbre-Matched to All FIVE 
Series Speakers

• Sensitivity: 91dB 1W/1m

• Power Handling: 100 Watts

• Adjustable Impedance:  
8/6 Ohm

• Frequency Response:  
48Hz - 20kHz

• Dimensions: (H x W x D)  
17 7/16” x 9 1/4” x 4”  
235mm x 443mm x 102mm

• Wall Cut-Out: (H x W)  
14 1/4” x 7 1/2” 
(362mm x 190mm)

Superior response across the frequency spectrum, 

greater clarity and richer, tighter bass define the 

SpeakerCraft Profile AIM LCR Series, making it 

the perfect choice for use with flat panel video 

monitors. The Profile AIM LCR Series is available 

in two sizes: The LCR5s feature dual 5 ¼” woofers 

mounted with a 1” tweeter in a pivoting speaker 

baffle for precise aim-ability. For smaller spaces, 

the LCR3s rely on 3” woofers and a ¾” tweeter, 

again mounted in a pivoting baffle.

All speakers in the line feature the sleek 

flangeless appearance designers and customers 

appreciate, and all are timbre-matched to 

SpeakerCraft’s FIVE, THREE and ONE material 

grades for consistency with other installed 

speakers in the home. Profile AIM 
LCR3 FIVE
Aim-able Speaker

Order# ASM54651-2

• 2 Way, In-Wall LCR (Left, 
Center, Right) Speaker with 
Dual 3” Woofers and 3/4” 
Tweeter mounted on a 
Pivoting Speaker Baffle

• Flangeless Appearance 
with Magnetically Attached 
Full Coverage Steel Grille

• Pivoting Speaker Baffle

• Two - 3” Kevlar® Woofers 
with Phase Plugs

• Independently Pivoting 
3/4” Aluminum/Magnesium 
Dome Tweeter

• 2-Position Treble EQ Switch

• Timbre-Matched to All FIVE 
Series Speakers

• Sensitivity: 86dB 1W/1m

• Power Handling: 60 Watts

• Impedance: 8 Ohm 
Compatible

• Frequency Response:  
60Hz - 20kHz

• Dimensions: (H x W x D)  
10” x 5 3/4” x 3”  
254mm x 146mm x 76mm

• Wall Cut-Out: (H x W)  
9” x 4 3/4”  
227mm x 120mm

P R O F I L E  A I M
L C R  S P E A K E R S



Profile AIM 
LCR5 THREE 
Aim-able Speaker

Order# ASM54633-2

• Flangeless Appearance

• Pivoting Baffle

• Two 5 1/4” Aluminum/
Magnesium Woofers with  
Phase Plugs

• Pivoting 1” Aluminum/
Magnesium Tweeter

• Bass & Treble EQ Switches

• Timbre-Matched to All 
Three/Four Series

• Sensitivity: 90dB 1W/1m

• Power Handling: 100 Watts 

• Adjustable Impedance:  
8/6 Ohm

• Frequency Response:  
50Hz - 20kHz

• Dimensions: (H x W x D)  
17 1/8” x 9” x 4”   
443mm x 235mm x 102mm 
(with Grille)

• Wall Cut-Out: (H x W)  
14 1/4” x 7 1/2”   
362mm x 190mm 

Profile AIM 
LCR5 ONE
Aim-able Speaker

Order# ASM54611-2

• Flangeless Appearance

• Pivoting Baffle

• Two 5 1/4” Graphite 
Woofers with Phase Plugs

• Pivoting 1” Silk Dome 
Tweeter

• Timbre-Matched to All One 
Series

• Sensitivity: 89dB 1W/1m

• Power Handling: 80 Watts 

• Impedance: 8 Ohm

• Frequency Response:  
55Hz - 20kHz

• Dimensions: (H x W x D)  
17 1/8” x 9” x 4”   
235mm x 443mm x 102mm 
(with Grille)

• Wall Cut-Out: (H x W)  
7 1/2” x 14 1/4”   
190mm  x 362mm

Profile AIM 
LCR3 THREE
Aim-able Speaker

Order# ASM54631-2

• Flangeless Appearance

• Pivoting Baffle

• Two 3” Aluminum Woofers 
with Phase Plugs

• Pivoting 3/4” Aluminum 
Tweeter

• 2-Position Treble EQ Switch

• Sensitivity: 86dB 1W/1m

• Power Handling: 60 Watts 

• Impedance: 8 Ohm

• Frequency Response:  
78Hz - 20kHz

• Dimensions: (H x W x D)  
10 1/2” x 6” x 3”   
254mm x 146mm x 76mm 
(with Grille)

• Wall Cut-Out: (H x W)  
9” x 4 3/4”   
227mm x 120mm

Profile AIM 
LCR3 ONE
Aim-able Speaker

Order# ASM54311-2

• Flangeless Appearance

• Pivoting Baffle

• Two 3” Graphite Woofers 
with Phase Plugs

• Pivoting 3/4” Silk Tweeter

• Timbre-Matched to All  
ONE Series

• Sensitivity: 85dB 1W/1m

• Power Handling: 60 Watts 

• Impedance: 8 Ohm

• Frequency Response:  
80Hz - 20kHz

• Dimensions: (H x W x D)  
10 1/2” x 6” x 3”   
254mm x 146mm x 76mm 
(with Grille)

• Wall Cut-Out: (H x W)  
9” x 4 3/4”   
227mm x 120mm
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S P E A K E R C R A F T 
I N N O VAT I O N

We have been innovators ever since pioneering in-

wall and in-ceiling speakers, and are internationally 

recognized for our award-winning and technologically 

ground-breaking architectural speakers.

Our reputation is built on the performance and 

value delivered by our products, plus the dedicated 

customer service and technical support provided by 

our people.

Today, SpeakerCraft provides the entire range of 

playback products, from our incredible selection 

of speakers to amplifiers to control systems. All are 

designed to blend the sounds you enjoy with the life 

you live — music, movies and TV soundtracks, news, 

weather, traffic, even talk-radio — in every room of 

your home. Every SpeakerCraft speaker is backed 

by our Lifetime Warranty. Always the innovator, 

SpeakerCraft products are designed in-house by our 

top audio engineers with cutting-edge technologies 

and highest quality materials.


